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Test Connection
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3% 0OCN-3100 and OCN-3102 can be combined.

Specifications The button can bg §elected high or low. I
P Low button adds "S" to the model name bﬂ‘ﬁgn bb?tlvon
Electrical Rating 600V, 20A (CUL=600V, 10A) of articles.

\
L5
u
)
W
%
\
|

2
12

OCN-3100 OCN-3100S

Insulation Resistance DC500V, 1000MQ .

: : Composition
U TETEE IS el TEES AC2500V No.| Part Name Materials Flame Class | Treatment | Remarks
Cable Range AW @ | Base PAGE 94V—0

. - @ | Push Button | Polycarbonate | 94V—0
Wire Strip Length 12~13mm ® | Terminal Brass Sn
Storage Temperature Rating | —40C~+80T @ | Spring SUS307
Usage Temperature Rating —40C~+80TC ® | Marking Strip Optional

#Gray(Standard Color), 4 colors combination(Black, Red & Blue)
Measurements List of A & B(P : Number of terminals) Allowance 2~10P +0.5 11~20P £0.8 More than 21P are special order products.
P|1|2 3|4 |5|6/|7/|8|9 1011|1213 |14|15|16 |17 |18|19|20 |21 |22 |23 |24 |25 |26 |27 |28 |29 |30
A 395 |46 | 525 |59 | 655 |72 | 785| 85 | 915 | 98 (1045|111 |117.5[124 1305|137 |1435| 150 [156.5
B 205|36 | 425 |49 |555| 62 | 685| 75 | 815 | 88 | 945 (101|107.5(114 (1205|127 |133.5| 140 {1465




